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 ϕ 0.0787 mm (40 AWG) high- defini�on image, 1,58 high resolu�on detector, Penetra�on 43 mm steel board 

 Four monitors display the twin-channel images at the same �me (color, B&W respectely)

 Twin-Channel detec�on system. Each system with one X-Ray generator and one set detector module.

 The object is scanned downward and lateral to get a best image no mater how it is placed.

 Twin-channel  data acquisi�on and transmission technology to process and display the images from

 different angle scanning synchronically.

 Explosives and Drugs Auto-inspec�on

  Hi-spot for image best contrast and HDA to alert dangerous items. 

 Convenient so�ware and humanized hardware, special keyboard, zoom & move by mouse

Fully designed for  luggage inspec�on against weapons, explosives, drugs and all other contraband.

Widely used in Airports, Railway Sta�ons, Higway Staa�ons, Ports, Bus Stata�on, Customs and other important places.

 

 VMS Video Monitoring System (Black- Box)

 Temperature and humidity monitoring

DOUBLE VIEW, MULTI ENERGY
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D

3945*1664*1810 mm

1600 kgs net 1700 gross

<0.85 μ Sv

<58 dB

2.2 kVA

 Four screen display :  
View 1: color + B&W   View 2 : color + B&W

 80° -1 downward –2sideward
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  INSPECTION PERFORMANCE
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